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INSPIRING REEL TECHNOLOGY!

This new automatic hose reels offers for all
working areas the ideal solution.

Security, rapidity and cleanliness will be self-
evident.

Moreover, it keeps the working area tidy and

The hose reel can be installed either on wall
or ceiling and is fitted with a high quality and
long living PVC hose, stopper and automatic
detent. Maximum pressure 15 bar.
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Delivery in silver colour respectively in sil-
ver/blue (G).

Available from stock.
Technical details are subject to change.

provides a modern energy supply.

Mod. 3.15.12/1 Mod. 4.15.12/1 Mod. 4.15.12/1-G

Series 4-G

Automatic hose reel aluminium die-cast
Pedestal made of galvanized steel sheet
Covered version with plastic casing (G)
Roller guide with PVC rollers

Multiple detents per rotation

With special PVC hose and stopper
Max. pressure 15 bar /20 °C

Series 4

Automatic hose reel aluminium die-cast
Pedestal made of galvanized steel sheet
Roller guide with PVC rollers

Multiple detents per rotation

With special PVC hose and stopper
Max. pressure 15 bar /20 °C

Series 3

Automatic hose reel aluminium die-cast and
galvanized swivelling roller guide

Multiple detents per rotation

With special PVC hose and stopper

Max. pressure 15 bar /20 °C

Model m DN Ref.-No. EUR/piece Model m DN Ref.-No. EUR/piece Model m DN Ref.-No. EUR/piece
3.08.06/1 8 06 03 001 189,— 4.08.06/1 8 06 04 001 259, 4.08.06/1-G 8 06 04011 299,
3.10.06/1 10 06 03 002 239,- 4.10.06/1 10 06 04 002 279, 4.10.06/1-G 10 06 04012 329,-
3.15.06/1 15 06 03 003 265, 4.15.06/1 15 06 04 003 299, 4.15.06/1-G 15 06 04013 349,
3.20.06/1 20 06 03 004 285, 4.20.06/1 20 06 04 004 319, 4.20.06/1-G 20 06 04014 369,
3.06.10/1 6 10 03 005 189, 4.06.10/1 6 10 04 005 269, 4.06.10/1-G 6 10 04 015 309~
3.10.10/1 10 10 03 007 245, 4.10.10/1 10 10 04 007 289,— 4.10.10/1-G 10 10 04017 339,-
3.15.10/1 15 10 03 008 279, 4.15.10/1 15 10 04 008 319, 4.15.10/1-G 15 10 04018 369,
3.20.10/1 20 10 03 009 289,- 4.20.101 20 10 04 009 329, 4.20.10/1-G 20 10 04019 379~
E 3.08.12/1 8 12 03 025 249, E 4.08.12/1 8 12 04 023 289,— E 4.08.12/1-G 8 12 04 025 339,-
= 3.15.12/1 15 12 03 026 289, = 4.15.12/1 15 12 04 024 329, = 4.15.12/1-G 15 12 04 026 379,

For more hose reel information please refer to our current catalogue.

CHALLENGE US! Your RAPID specialised trade!

March 2009 Prices plus legal VAT.



